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SECTION A-A 
SCALE 1 : 4

GATE

1/4" UHMW

T-304 S/S 1/4" X 4" X 4"
ANCHORING ANGLE WITH 5/8"
HOLES FOR 1/2" ANCHORS
T-304 S/S 1/4" GUSSET

T-304 S/S WEDGE BAR

T-304 S/S HEAVY
HEX NUT & JAM NUT

3/4" SILICON-BRONZE
ADJUSTING BOLT

HDTS WEDGE, RIGHT, 1/2" 
X 3 3/4" WD X 3'-7" LG

NEOPRENE (50 DURO)
HOLLOW BULB J-SEAL, 7/8" 
X 3'-7 1/4" LG

T-304 S/S
CARRIAGE BOLT, 
3/8-16UNC X 5" LG.

T-304 S/S
J-SEAL CLAMP BAR

1" GROUT
(GROUT BY OTHERS)

SECTION B-B 
SCALE 1 : 4

1/4" UHMW
WEAR STRIP

FRP WEDGE

7/8" HOLLOW BULB
NEOPRENE J-SEAL

T-304 S/S 5/16-18UNC FHMS

NEOPRENE BOTTOM SEAL

SILICON-BRONZE 
BRONZE HHCS 3/4"-10UNC X 3" LG

T-304 S/S 
HEX JAM NUT 3/4-10UNC

T-304 S/S 
HVY HEX NUT 3/4"-10 UNC

UHMW (BLACK) 
BOTTOM SEAL 
CLAMPING BAR
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SECTION C-C 
SCALE 1 : 4

T-304 S/S
SLOTTED FLAT HEAD WEDGE 
ANCHOR, 3/8" X 3 3/4" LG

NOTES:
THE GATE COLOR IS GRAY.1.
THE GATE MATERIAL IS COPOLYMER COMPOSITE WITH AN 2.
INTERNAL STEEL STRUCTURE.
THE GUIDE FRAME IS 1/4” THICK FORMED AND WELDED T-304 S/S.3.
ALL BOLTS, NUTS & WASHERS (EXCEPT THE SILICON-BRONZE 4.
ADJUSTING BOLTS) ARE T-304 S/S.
PEDESTAL IS MILD STEEL WITH AN SP-6 COMMERCIAL BLAST 5.
SURFACE AND PAINTED WITH 3-5 MIL. CARBOLINE GRAY EPOXY 
893-0700.
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